
Nordica White is suitable for offset 
litho • large format digital • silk screen 
print processes. 

Nordica White is recommended for 
conversion applications involving UV 
and conventional varnish • foil and film 
lamination • hot foil stamping • 
embossing • die cutting, creasing, 
grooving, perforating, flock coating.

PRINTING & CONVERSION

Nordica White is made from elemental chlorine free 

(ECF) pulps, sourced from well managed forests 

certified in accordance with the rules of the Forest 

Stewardship Council® (FSC®)

Nordica White is suitable for use in direct contact with 

dry and non-fatty foodstuffs in accordance with 

German BfR XXXVI recommendations. 

Nordica White is fully recyclable and manufactured to 

precise and controlled standards. Preston Board is 

registered under the ISO 9001:2015 quality assurance 

scheme and the ISO 14001:2015 environmental 

standard.
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APPLICATIONS
Nordica Artisan  is designed for the 
following  applications:

• Wine & Spirits
• Health & Beauty
• Glassware 
• Gift Packs
• Garment Tags

WHITE

NORDICA

Nordica White is a symmetrical 

uncoated solid beached board 

(SBB), printing surfaces are 

therefore identical.

Nordica White has a matt tactile 

surface finish with high levels of 

whiteness, bulk and stiffness. The 

board has been designed to have 

enhanced folding, creasing and die 

cutting performance with minimal 

dusting.

www.prestonboard.co.uk

Preston Board 
& Packaging Ltd. 

sales@prestonboard.co.uk | +44 (0) 1772 254187

All data are typical �gures and may be subject to technical change.

*Also available in Bright White shade 158 CIE Whiteness
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