
SPECIFICATIONS:

PRINTING TECHNIQUES
Excellent print quality due to high white, silk coated boxboard 

liners: UV Digital �atbed | Silk Screen Printing

CUTTING TECHNIQUES
Excellent cutting quality with light cutting edge: 

Digital plotter | laser cutter | die-cutting | guillotine

THICKNESS

2000

3000

4500

G/M²

990

1370

1960

PT

80

120

180

C R  S A D E
I M PA C T

C R  S A D E
C R E AT I V E  D I S P L A Y  S O L U T I O N S

DIGITAL CUTTING

P r i n t e d  o n  C r u s a d e  I m pa c t  3 0 0 0 µ m  w i t h  U V  D i g i ta l  F l at b e d  E F I  V U T E K  L X 3  P r o

Successfully converted on: UV DIGITAL FLATBEDS

Direct alternative to foam centred PVC

ADVANTAGES - PRINTING

Vibrant colours

Very good ink hold

APPLICATIONS - POS/POD

Good contrasts 

Good contour & depth definition

Printable on both sides

HANDLING & PERFORMANCE

Low weight - exceptional yield Dimensionally stable - lay flat, stay flat

Excellent flatness and fast ink curing

No electrostatic charge or dischargeX Easy disposal - 100% recyclable

Promotional cards

Arts & craft

POS/POP display stands

Signage, displays, shop design & decoration

Advertising material

Preston Board 
& Packaging Ltd


